NOAA TECHNICAL REPORTS National Marine Fisheries Service, Circulars
The major responsibilities of the National Marine Fisheries Service (NMFS) are to monitor and assess the abundance and geographic distribution of fishery resources, to understand and predict fluctuations in the quantity and distribution of these resources, and to establish levels for optimum use of the resources. NMFS is also charged with the development and implementation of policies for managing national fishing grounds, development and enforcement of domestic fisheries regulations, surveillance of foreign fishing off United States coastal waters, and the development and enforcement of international fishery agreements and policies. NMFS also assists the fishing industry through marketing service and economic analysis programs, and mortgage insurance and vessel construction subsidies. It 
Post-Dry Area
Once the acceptable product is conveyed to the post-dry area, the next concern is to prevent recontamination of the product with Salmonella. The only way to receive a reasonable degree of assurance that recontamination does not occur is for the post-dry area to be a closed system from the dryer exit. All buildings in the post -dry area must have entryways and exits with self-closing doors and be screened. Any screening that is done in this area should be of the dual type-small mesh insect screen, covered and protected by the larger mesh "rat wire" (Fig. 2) (Fig. 3) . A shallow pan containing a coconut fiber pad or other appropriate mat charged with an effective disinfectant should be placed by all entryways to the storage areas (Fig. 4) 
Sampling and Laboratory Examination
Samples of the processed material at time of shipment should be periodically submitted for laboratory examination to determine the adequacy of the processing, handling, and storage methods (Fig. 6) Another method for sampling bulk which has been loaded upon a vehicle is indicated in Figure 7 . Probes 1 to 8 should be inserted at approximately 10-15°a ngles from the vertical and approximately 10-12 inches from the edge The purpose of these guidelines has been to delineate those "good operating conditions." 
